"y- g-Q7 ; 6: 15PM:SSMP FAX 



BEST AVAILABLE QC«Y., 



LISTING OF CLAIMS: 



CSNTRALPAXceNTBR 

APR 0 9 2007 
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application: 

1 . (Cancelled) 

2. (Cancelled) 

3. (Cancelled)^ 

4. (Cancelled) 

5. (Cancelled) 

6. (Currently Amended) An optical imaging system for tissue examination, comprising: 

a light source for emitting ligh t to o sample ; 
a small-diameter probe; 

a fiber optic bundle, arranged in the probe, for guiding light from the light 
source to a tissue th e samplo : 

a needle portion, which is arranged at a distal end of the probe for puncturing 
and insertion into the tissue; 

light detecting means for detecting light received through the needle portion 
from the tissu e reflectod bv the r.amplo : 

image generating means for generating an image on the basis of signals 
obtained by the light detecting means; 

a needle portion at tho distal end of the probe with which the distal end of the 
probe 13 intertable into the sample; and 

connecting means for detachably connecting the probe to at least one of the 
light source, the light detecting means, and the image generating mean s: andr 

position adjusting means for adjusting the relative positional relation between 
the end face of the fiber bundle close to the light source such that the light emitted from the 
light source is incident on the fiber bundle. 



-3- 

G:\OLYMPUS\1494\l7641Umend\1764l.aml.doc 



PAGE 10/17 ' RCVD AT 4/9/2O07 6:18:23 PM [Eastern Daylight Time] " SVR:USPTO-EFXRF-6/41 ' DNiS:2738300 ■ CSID: 51 67424366 * DURATION (mm-ss): 03-36 



' U- 9-0,7 ; 6 : 1 5PM : SSMP FAX 



BEST AVAILABLE COPY 5 ' 



11/ 1 



7. (Cancelled) 

8. (Currently Amended) The system according to Claim 6?, wherein the position adjusting 
means is arranged inside the connecting means. 

9. (Currently Amended) The system according to Claim 6?, further comprising: 

automatic control means for automatically controlling the position adjusting 

means. 

10. (Currently Amended) The system according to Claim 67, further comprising: 

first converging means, arranged between the end face of the fiber optic bundle 
close to the light source and the light source, for converging the light from the light source to 
the fiber bundle, wherein 

the position adjusting means adjusts the relative positional relation between the 
first converging means and the end face of the fiber optic bundle close to the light source. 

11. (Original) The system according to Claim 10, wherein the position adjusting means 
adjusts the position of the first converging means. 

12. (New) The optical Imaging system as set forth in claim 6, wherein the light to be detected 
by the light detecting means is light from inside or deep part of the tissue. 
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